
     
 

 

 

 

Evolution of the DEMIFIX plaquette. 

It can be attached to and detached from the net directly from the ground using a 

dedicated BAR, reducing both time and the need for equipment. 

 

 

TECHNICAL INFORMATION 
 

Type of material: PA (Polyamide)  

MECHANIC                   UNIT                 VALUES   METHOD 

FEATURES 

TENSILE MODULUS (E)                  Mpa               >2500                     ISO 178/93 

TENSILE YIELD STRENGHT             N/mm2         >80                          ISO 527/93 

ELONGATION AT BREAK                %                    >60                         ISO 527/93 

 
 

 
PACKAGING: 

 

Bag: 200 pieces / Box: 400 pieces 
Pallet: 8.000/9.600 pieces 

 

 

 
 

 

Filippo Orsi 
Area Manager 
+39 3407980766 | +39 051766534 
filippo.orsi@plastical.it 

 

VARIO SYSTEM 
www.variosystem.it 

 

  

Claudio Cantelli 
Area Manager 
+39 3485219076 | +39 051766534 
claudio.cantelli@plastical.it 

      DEMIFIX PRO PLAQUETTE 

mailto:filippo.orsi@plastical.it
http://www.variosystem.it/
mailto:claudio.cantelli@plastical.it

