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VARIO TOP WIRE PLAQUETTE
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This plaquette can have multiple functions.

It is moulded in technopolymer with very high sealing performance and durability.
Thanks to its geometry, it can be re-opened once installed.

It is equipped with hooks to install the plastic tie-rod for closing the net in winter.

TECHNICAL INFORMATION

Type of material: PA (Polyamide)

MECHANIC UNIT VALUES METHOD
FEATURES
TENSILE MODULUS (E) Mpa >2500 ISO 178/93
TENSILE YIELD STRENGHT N/mm2 >80 1ISO 527/93
ELONGATION AT BREAK % >60 1SO 527/93
PACKAGING:
L]

Bag: 200 pieces / Box: 600 pieces
Pallet: 12.000/14.400 pieces

kiwa
PLASTICAL Filippo Orsi VARIO SYSTEM Claudio Cantelli CERTIFIED
SR.L. Area Manager www.variosystem.it Area Manager
TS +39 3407980766 | +39 051766534 me 0 +39 3485219076 | +39 051766534 150 8001
AGRICOLTURA filippo.orsi@plastical.it claudio.cantelli@plastical.it



mailto:filippo.orsi@plastical.it
http://www.variosystem.it/
mailto:claudio.cantelli@plastical.it
https://www.facebook.com/variosystemantihail/
https://www.instagram.com/variosystem/
https://www.linkedin.com/company/variosystem/

